HALF LOG SIDINGS (Interior):

1. Sanding

2. Application of joint sealant

3. Application of wood stain and
acrylic solvent-based coating

CEMENT BOARD:

1. Cleaning
2.Sanding
3.Paint with semi-gloss latex
paint
ROOF APEX
7 +10097
T NI T O T I ITIT I IT
— [
N I
g 1
B AR )
1L r
ATTIC FLR . LVL. 17 P | —
7 +6800 ‘ ATTIC
AR INN AT INAA
— | ! :
'\  — \
o 8 — \ \
< o \
ol |
I \
SECOND FLR. LVL.
7 +3800 MASTER BEDROOM HALLWAY \ BEDROOM—1
o LL
8 l.: // \\ // \\
M / N/ \
M M | ’S \\ // \\ //
GROUND FLR. LVL. N % \/
7 +600 DEN RODOM KITCHEN [ | D
Q FOYER FLR. LVL
o . ]
O -
of @ 7 +0.00 SRR, LKL LRI
QS 5-300 RROLRAININININIININIS I N S I N RN RN
" NAT. GRD. LVL. R TR
ANGANCN \\//>§¢>§//§\//\\//§\”>\
epublic o ilippines

7\ LONGITUDINAL SECTION

U SCALE

1:100M

REHABILITATION OF THE MAIN STRUCTURE

Office of the President

JHMC

JOHN HAY MANAGEMENT CORPORATION

PROJECT TITLE

REHABILITATION OF THE VOA
LOGHOME 5

CHECKED BY
ARCH. LUZVIMINDA NIGOS-PANGANIBAN

DRAFTED & DESIGNED BY
ENGR. FERDINAND L. FIGUERRES

DATE
APRIL 25, 2017

PAGE
18 of 18




